
 

 

 

DOOR FRAME METAL DETECTOR – OCTOPUS L12 

 

 

 

Specification 

 Stable performance, 12 Zone     

 Sound and Light Alarm 

 

 

Characteristic & Function 

 Two LED light bars on both door panels: gives alarm 

corresponding to the height or human body. 

 12 Pinpoint zones to precisely identify multiple target 

locations from head to toe. 

 Auto Set, Micro Controller Based  

 Sensitivity setting of individual zone./All zones. 

 Sensitivity Level 0-400 

 Automatically count passengers and alarm times  

 Audio / Visual indications for metal detection. 

 Harmless to human body (Heart Pacemaker, Pregnant 

Women, Magnetic Floppy, Recording Tape etc. 

 

 

Technical Parameter 

 Outer frame: approx 2220mm (h) x 850mm (w) X                      

460mm (d)±10% 

 Net weight: Around 50 kgs 

 Power : AC 90V~240V   50/60Hz        

 Humidity : 95% Non condensing 

 Work Place Environment  :  - 10ºC to 50 ºC  

 

 

 

 

 

 

*Specifications are subject to change due to improvements in design. 

 

 

 
    

 

REGAL ARIAL COM
 S-513, Pvt No-9, School Block Main Vikas Marg
Shakarpur Delhi-110092
Contact:-9811119105, 9811153449

REGAL ARIAL COM
 S-513, Pvt No-9, School Block Main Vikas Marg Shakarpur Delhi-110092

Contact:-9811119105, 9811153449
 Web:-www.regalarial.in

Email:-regalarialcom@yahoo.com, regalarialcom.sales@gmail.com




